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COMMUNICATION

FIELDBUS 
COMMUNICATION

Optidrive to Fieldbus & Industrial Ethernet 
Gateway family incorporating the Anybus 
Communicator. Ideal for factory, building 
and process automation industries

Anybus Communicator can connect an Optidrive with a MODBUS 
RTU RS485 communication interface to Fieldbus and Industrial 
Ethernet networks. The Communicator performs an intelligent 
conversion between the serial protocol and the chosen industrial 
network. The translation between the serial protocol and the 
network is configured by Invertek.

Technical Specification

Size (L×W×H): 120 × 75 × 27mm (4.72 × 2.95 × 1.06")

Power Supply: 24V ± 10% Consumption:  

Max 280 mA on 24V  Typically 100 mA 

Temperature: Operating 0°C to 55°C  

Non-Operating ¯5°C to 85°C

Mounting: DIN-rail, PE via DIN-rail

Protection Class: IP20 

EMC Certification: CE marked, UL & cUL conformance 

Conformance: Tested and verified for fieldbus conformance

Product Code Network Type Comprises Default Number  
of drives

Maximum Number  
of drives

OD-PROFB-IN Profibus DP Profibus gateway with RJ11 - 9 way D type  
& RJ45 - 9 way D type data Cables

4 8

OD-DEVNET-IN DeviceNet DeviceNet gateway with RJ11 - 9 way D type 
& RJ45 - 9 way D type data Cables

4 4

OD-ETHNET-IN Ethernet Ethernet gateway with RJ11 - 9 way D type 
& RJ45 - 9 way D type data Cables

4 4

Each gateway module is pre-programmed by Invertek for the default number of drives. The gateway can be configured to match the number of drives connected 
(up to the max). The configuration files are available upon request from Invertek.

There are 2 cables supplied with the Gateway, one is for connecting to an Optidrive Plus & VTC drive network (RJ11), the second is for connecting to an Optidrive 
E2 network (RJ45).  It is not possible to mix Optidrive Plus and Optidrive VTC drives with Optidrive E2 drives from a single gateway module.

Available for:
DRIVE 1 DRIVE 2 DRIVE 3 DRIVE 4

RS485 MODBUS RTU

OD-485-IN
RJ11  

DATA CABLE 
SPLITTER
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COMPATIBILITY REFERENCE

OPTIONS  
COMPATIBILITY

Product Code Description ODE ODE-2 ODP VTC

OD-F1121 OPTIFILTER, SIZE 1, 220 – 240V, 1 PHASE, RFI    

OD-F2121 OPTIFILTER, SIZE 2, 220 – 240V, 1 PHASE, RFI    

OD-F1341 OPTIFILTER, SIZE 1, 220 – 480V, 3 PHASE, RFI    

OD-F2341 OPTIFILTER, SIZE 2, 220 – 480V, 3 PHASE, RFI    

OD-F3341 OPTIFILTER, SIZE 3, 220 – 480V, 3 PHASE, RFI   

OD-BR100 BRAKE RESISTOR, SIZE 2, 100R, 200W   

OD-BRES4 BRAKE RESISTOR, SIZE 4, 33R, 500W  

OPT-BR050-IN-I55 IP55 BRAKE RESISTOR, SIZE 2, 50R, 200W   

OD-IL121 INPUT INDUCTOR, SIZE 1, 220 – 240V, 1 PHASE, IP00    

OD-IL221 INPUT INDUCTOR, SIZE 2, 220 – 240V, 1 PHASE, IP00    

OD-IL143 INPUT INDUCTOR, SIZE 1, 380 – 480V, 3 PHASE, IP00    

OD-IL243 INPUT INDUCTOR, SIZE 2, 380 – 480V, 3 PHASE, IP00    

OD-IL343 INPUT INDUCTOR, SIZE 3, 380 – 480V, 3 PHASE, IP00   

OD-IL121-IN-I55 INPUT INDUCTOR, SIZE 1, 220 – 240V, 1 PHASE, IP55    

OD-IL221-IN-I55 INPUT INDUCTOR, SIZE 2, 220 – 240V, 1 PHASE, IP55    

OD-IL163-IN-I55 INPUT INDUCTOR, SIZE 1, <600V, 3 PHASE, IP55    

OD-IL263-IN-I55 INPUT INDUCTOR, SIZE 2, <600V, 3 PHASE, IP55    

OD-IL363-IN-I55 INPUT INDUCTOR, SIZE 3, <600V, 3 PHASE, IP55   

OD-OUTF1 OUTPUT  FILTER, SIZE 1, 480V, IP00    

OD-OUTF2 OUTPUT  FILTER, SIZE 2, 480V, IP00    

OD-OUTF3 OUTPUT  FILTER, SIZE 3, 480V, IP00   

OD-OUTF4 OUTPUT  FILTER, SIZE 4, 480V, IP00  

OD-OUTF5 OUTPUT  FILTER, SIZE 5, 480V, IP00  

OD-OUTF6 OUTPUT  FILTER, SIZE 6, 480V, IP00  

OD-OUTF1-I55 OUTPUT FILTER, SIZE 1, 480 – 600V, IP55    

OD-OUTF2-I55 OUTPUT FILTER, SIZE 2, 480 – 600V, IP55    

OD-OUTF3-I55 OUTPUT FILTER, SIZE 3, 480 – 600V, IP55   

ODP-PICON PI CONTROL CARD (+24V Drives)   

ODE-PICON PI CONTROL CARD (+10V Drives) 

OPT-HVACO HVAC RELAY OUTPUT   

ODE-2ROUT DUAL RELAY OUTPUT (+10V Drives) 

ODP-2ROUT DUAL RELAY OUTPUT (+24V Drives)   

ODP-3ROUT 3 RELAY OUTPUT  

OPT-LOGIP-11 110V INPUT CARD   

OPT-LOGIP-23 230V INPUT CARD   

ODP-ENCOD EXTERNAL ENCODER MODULE (ODP Only) 

OPT-OPORT OPTIPORT E2, REMOTE KEYPAD 

OD-OPRTP OPTIPORT PLUS, REMOTE KEYPAD  

OPT-J4505 RJ45 DATA CABLE, 0.5m 

OPT-J4510 RJ45 DATA CABLE, 1.0m 

OPT-J4530 RJ45 DATA CABLE, 3.0m 

OPT-J45SP RJ45 DATA CABLE SPLITTER 

OD-48503 RJ11 DATA CABLE, 0.3m  

OD-48510 RJ11 DATA CABLE, 1.0m  

OD-48530 RJ11 DATA CABLE, 3.0m  

OD-485SP RJ11 DATA CABLE SPLITTER (CABLE WITH RJ11 TERMINATIONS)  

OD-485AD PC CONNECTION KIT for use with Optistore V3 Software   

OD-OWDCE OPTIWAND Software installed on a Pocket PC   

OPT-STICK OPTISTICK 

OD-PROFB PROFIBUS GATEWAY   

OD-DEVNET DEVICENET GATEWAY   

OD-ETHNET ETHERNET GATEWAY   

http://www.invertek.co.uk/
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TRAINING

TRAINING COURSES

Invertek Drives delivers training on product 
selection, application, service and repair 
at its dedicated Innovation Centre in 
Welshpool, UK 

Training is at the forefront of Invertek Drives’ Worldwide operations 
and is a core part of its strategy to exceed customer expectations.

The courses are delivered to sales partners, OEM customers and 
end-users from around the World and are under continual review to 
ensure delegates benefit from the most up to date information and 
industry knowledge.

Topics Covered

Each course is tailored to best suit its purpose and target audience 
but you can always expect a comprehensive agenda.

Product Features and Specifications

Standard Features•	
Product Differentiation and Selection Tables•	
Option Expansion Cards•	
Documentation•	
Detailed Specifications•	
Sizing and Selection•	
Torque and Speed Requirements•	
Inverter Selection Tables•	

Installation and Wiring

Power Wiring•	
Control Wiring•	

Startup Procedures

Keypad Operation•	
Software Operation•	

Setting Parameters

Display Parameters•	
Setpoints and Ramps•	
Speed Control•	

Maintenance and Troubleshooting

Fault Memory•	
Fault Finding and Diagnosing•	

For more information on upcoming courses,  
contact Invertek Drives or login to iSource  

www.invertek.co.uk



www.invertek.co.uk

whatever your application needs
OPTIDRIVE puts you in total control

Global Solutions

Washdown Duty
Drives designed for harsh environments

South Africa
Heavy-duty hoisting control

Australia
Polyethylene film manufacturing

Italy
Water cooling systems in the Steel industry

http://www.invertek.co.uk
http://www.invertek.co.uk
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